Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the 

application: 
Listing of Claims: 

1 . (Previously Amended) A clamp comprising: 

a support comprising a first end and a second end and defining a support axis; 

a workpiece supporting element mounted to the support; 

a jaw mounted on the support and opposing the workpiece supporting element; 

a clamp body releasably connected to the support through a channel formed in the clamp 
body wherein the first end is inserted into the channel, the clamp body comprising: 

a retainer movably mounted to the clamp body to engage the support selectively and 
thereby to hold the clamp body selectively against movement with respect to the support in at 
least a first direction along the support axis; and 

an end cap opposite the jaw on the clamp body wherein the clamp body is restrained from 
motion along the support axis towards the workpiece supporting element beyond the first end of 
the support. 

2. (Original) The clamp in claim 1 wherein the retainer comprises a tab positioned around 
the support, coupled to the clamp body, and movable between an inclined position, in which the 
retainer holds the clamp body against movement in at least the first direction with respect to the 
support, and a release position, in which the retainer accommodates movement of the clamp 
body in the first direction with respect to the support. 

3. (Original) The clamp in claim 1 wherein the retainer is coupled to the clamp body by a 
spring mechanism which is partially compressed when the retainer is the inclined position, and 
fully compressed when the retainer is in the release position. 

4. (Cancelled) 
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5. (Cancelled) 


6. (Cancelled) 

7. (Cancelled) 

8. (Original) The clamp body in claim ? I wherein the retainer comprises a tab coupled to 
the clamp body, and movable between an inclined position and a release position. 

9. (Original) The clamp body in claim 7 8 wherein the retainer is coupled to the clamp 
body by a spring mechanism which is partially compressed when the retainer is the inclined 
position, and fully compressed when the retainer is in the release position. 

10. (Withdrawn) A clamp comprising: 

a support comprising a first end and a second end and defining a support axis; 
a workpiece engaging element mounted to the support; 

a clamp body releasably connected to the support through a channel formed in the clamp 
body wherein the first end is inserted into the channel, the clamp body comprising: 

a retainer movably mounted to the clamp body to engage the support selectively and 
thereby to hold the clamp body selectively against movement with respect to the support in at 
least a first direction along the support axis; 

a jaw mounted on the clamp body and opposing the workpiece engaging element; and 

an end cap opposite the jaw on the clamp body wherein the clamp body is restrained 
from motion along the support axis towards the workpiece supporting element beyond the first 
end of the support. 

1 1 . (Withdrawn) A clamp body for attachment to a support comprising: 

a channel formed in the clamp body; 

a retainer movably mounted to the clamp body; 

a jaw mounted on the clamp body; and 

an end cap blocking one end of the channel. 
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12. (Currently amended) A clamp comprising: 
a support; 

a workpiece supporting element movably mounted on te the support; 

a clamp body releasably connected to the support through a channel formed in the 
clamp body wherein the support fir s t e nd is inserted into the channel, said clamp body being 
operatively connected to said workpiece supporting element ; 

a first retainer movably mounted to the clamp body to engage the support selectively 
and thereby to hold the clamp body selectively against movement with respect to the support in 
at least a first direction along the support axis and allow movement with respect to the support in 
a second direction, said clamp body and said workpiece supporting elem ent movable together in 
said second direction ; and 

a workpiece engaging element movably mounted on the support and opposing the 
workpiece support element and a second retainer movably mounted to the clamp body to engage 
the support selectively and thereby to hold the clamp body selectively against movement with 
respect to the support in at least the second direction along the support axis and allow movement 
with respect to the support in the first direction . 

13. (Currently amended) A clamp comprising: 
a support; 

a clamp body releasably connected to the support through a channel formed in the 
clamp body wherein the support first e nd is inserted into the channel , said clamp body being 
movable relative to the support in a first direction and a second direction ; 

a retainer movably mounted to the clamp body to engage the support selectively and 
thereby to hold the clamp body selectively against movement with respect to the support in at 
least a sadd first direction along the support axis and means for preventin g movement with 
respect to the support in said second direction ; 

a workpiece supporting element movably mounted to the support and movable relative 
to said clamp body; and 

a workpiece engaging element movably mounted support e d on the support and 
opposing the workpiece support element. 
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14. (Currently amended) A clamp comprising: 
a support; 

a clamp body releasably connected to the support , said clamp body being movable 
relative to the support in a first direction and a second direction through a chann e l form e d in the 
clamp body wherein th e first e nd is ins e rted into th e chann e l ; 

a first retainer movably mounted to the clamp body to engage the support selectively 
and thereby to hold the clamp body selectively against movement with respect to the support in 
at least a said first direction along the support axis and allow movement with respect to the 
support in said second direction, said clamp body and said workpiece supporting element 
movable together in said second direction ; 

means for preventing movement with respect to the support in a second direction ; 

a workpiece supporting element movably mounted to the support and movable relative 
to said clamp body; and 

a workpiece engaging element movably mounted supported on the support and 
opposing the workpiece support element. 
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